
8 9 0 6 0 1 5 3 6 2 1 2 1

SAFE FOR DRINKING WATER PIPE LINES
USE: 

CAUTION: n n

n
INGREDIENTS:

Use with PVC pipes & fitting for drinking water lines, tube wells, potable and 
irrigation water pipes etc.

 Highly imflammale   Keep away from sources of ignition - No Smoking. 
0Use and store in ventilated areas (Below 100 F)

 Polyvinyl Chloride Resin (PVC), Tetrahydrofuran (THF),  Methyl Ethl 
Ketone (MEK), Cyclohexanone.

DIRECTION:n n
n
n

n

n

n

 Stir well and use as it is.  Cut the pipe in length using a saw 
ensure that all cut ends are made smooth.  Test dry-fit the joint to assure 
that pipe or duct fitting can be jointed.  Apply an even coat of PVC 
Cementing Solvent to pipe and a thin coat of cement to fitting.  Apply a 
second coat to pipe without leaving voids and assemble the cemented 
part quickly while cement is wet.  Put pipe fully into fitting by twisting a 
quater turn to distribute cement evenly. To avoid push out, hold for about 1 
minute. Excess cement should be wiped off by cloth.  Allow 2-3 minutes 
for developing good handling strength. Do not perform presure test or hot 
water ciculation untill cement is totally cured. 
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